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XVME-6510 SBC Block Diagram

XVME-6510 6U VME Intel® Core™ i7 Air Cooled Processor Board

FORM FACTOR: 6U VME

(64) PMC 1/0
(1) DVI-D DDR3 CH. A 8GB DDR3L
(ECC SODIMM)
SO INTEL DR CH.B 8GB DDRAL
EXP SITE ECC SODIMM
(one only) GEN4 ( )
PCle x8
(4)XxmMcPMClO | PCle x8 i
i XMC i7 CPU PCle x4 | UPPER
0’ PCle MUX EXP SITE
@) PMC PCIX | (one only)
PCle x4
O L [
L A | PCIX PMC |
Z | (1)GbE ETHERNET | (1) GbE A (1) GbE
=z MUX XBRD-9060
o DMI/FDI
o Artix-7 (2)UsB 2.0 | RE
VME B! £ C1x PCle x4 INTEL (2) 6GB/s SATA L
LLI _ I
BRIDGE 8 'L (2USB20] o
= 8 SERIES | o o [mess) &)1 (R |82
> s : CHIPSET ™ g e |28
. e A x
< T b
E QM87 SPI 128Mb xXQ
FLASH (BIOS
o AUDIO (LINE-IN/OUT) A ’éé%sé’é HDA PLATFORM (B8] 055 20 |
M -
(1) GbE CONTROLLER L
(1) GbE INTEL 82580EB PCle x4 A (2) GbE Z
HUB R <
QUAD GIGABIT C();Es 232 | S
ETHEIRNET AT975C3204 [ LPC S —
TPM >
| (2) GbE A 1 CZ)
(1) RS-232/422/485 SERIAL (SOFTWARE SELECTABLE) e (2)RS.282 T
SUPER 1/0 CRTVIDEG L
VGA SWITCH

Acromagq

THE LEADER IN INDUSTRIAL 170

Tel 248-295-0310 = Fax 248-624-9234 m solutions@acromag.com ® www.acromag.com = 30765 Wixom Rd, Wixom, MI 48393 USA






