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DEFIANT

DIGITAL INPUT/OUTPUTS
Number of channels 
Channel types
Output channel control 
Connector type 

4
Configurable as Dry Contact input or 0-12V/150mA digital output
Sample Rate Based on overall alarms
Terminal block plug 2 positions, 3.81mm pitch

WIRELESS SENSOR SUPPORT
Sensors support
Wiress range
Wireless sensor protocol
Operating frequency

Compatible with the full line of Phantom Wireless sensors (vibration, speed, current, etc)
100 m line sight / 500 m line sight (long range mode)
Sample Rate BLE 5.0
2.4 Ghz

Transmission Power
Antenna connector (for BLE)
Antenna Gain (for BLE)

+/-8dBm
RP-SMA Male connections
2.4Ghz Antenna 3dBi

SOFTWARE SUPPORT
Analysis So�ware 
Cloud service support
Industrial protocols
(overalls only) 

Built-in, also compatible with Digivibe MX And Wiser Vibe
EI Analytic (eianalytic.com) for cloud vibration monitoring, analysis and alarm notifications

Modbus TCP, OPC UA

APIs (overalls and time
waveforms) 

MQTT, Websockets, REST

CONNECTIVITY
Wired Network
Wireless Network

Two 100M/10M Ethernet ports RJ45 (for OT and IT Network)
WiFi 802.11 a/b/g/n

Wireless Security
Antenna connector (for WiFi)

WPA-2/WPA-3 (PSK) and WPA Enterprise (802.1X)
RP-SMA Male connections

Antenna gain(for WiFi) 2.4Ghz Antenna 3dBi

DEVICE SPECIFICATIONS
Power supply 
Dimensions

12�V�DC/3�A (power supply included, with replaceable IEC�C13 cable)

5.354 x 4.976 x 2.086 in
Weight 
Housing material 

960 grams
Stainless Steel

Operating temperature -7 to 60 ºC (20 to 140 ºF)
Protection grade IP54
Mounting Standard DIN Rail (35 mm, 42 mm wide)
SKU EPH-D� (for 8 channel) / EPH-D�� (for 16 channel)
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DEFIANT

DIMENSIONS
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